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* The specifications and pictures are subject to change without notice.
*All trade names referenced are the registered namework of their respective owners.

Feature: 
1. 10 ON/OFF programs with 1 minute 

step.
2. MANUAL ON/AUTO/MANUAL OFF 

selectable.
3. 12/24 hour mode selectable.
4. Large LCD display with second.
5. Summer time function available.
6. Random function with a random 

advance of 10-31minutes between 6:00 
PM and 6:00 AM.

7. 16 combinations of day or blocks of 
days available as follows:
MO
TU
WE
TH
FR
SA
SU
MO, TU, WE, TH, FR, SA, SU
MO, TU, WE, TH, FR
SA, SU
MO, TU, WE, TH, FR, SA
MO, WE, FR
TU, TH, SA
MO, TU, WE
TH, FR, SA
MO, WE, FR, SU

Specification: 
• Voltage: 230VAC, 50Hz
• Max. Load: 16(2)A, 3600W
• Min. Setting Time: 1 Minute
• Operating temperature: -10ºC to 

+40ºC
• Accuracy: +/- 1 minute per month
• Battery backup: NiMH 1.2V >100hours  
• Standby Power cost: ≤0.50W

Packaging Information:
• Packing Dimension: 100x213x84 mm
• Packing Weight: 0.18kg
• Carton Dimension: 415x315x580 mm
• Carton Q'ty: 50pcs
• Carton Weight: 13kgs

Time Switch, Digital Timer
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